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ESPECIFICACIONES TECNICAS TECHNICAL SPECIFICATIONS SPECIFICATIONS TECHNIQUES

Composicién Composition Composition  Boxer Pointer Mastiff

50% Poliéster + 50% Acrilico 100% Poliéster 100% Poliéster

Ancho Width Largeur 140 em. - 54 in,
Peso Weight P Boxer 377 gr/m? * 527 gr/ml Pointer 480 gr/m? -+ 672 gr/ml Mastiff 215 gr/m? - 301 gr/ml
Resistencia a la abrasion Abrasion resistance Résistance a Pabrasion
Ciclos Cycles Cycles Boxer >40.000 Pointer >25.000 Mastiff >25.000 SO 12947-2 1998
Resistencia de las costuras Seam strength Resistance des coutures
Urdimbre Warp Chaine Boxer 3,33 mm Pointer 3 mm. Mastiff 3 mm ISO 13936-2
Trama Weft Trame Boxer 3,33 mm Pointer 2,33 mm. Mastiff 3 mm ISO 13936-2

Solidez de los colores a la luz Colour fastness to light Résistance a la lumiére

Boxer 6 Pointer 4-5 Mastiff 4-5
Solidez a la impieza en seco Rubbing solvents Résistance au nettoyage 2 sec
Boxer 4-5 Pointer 5 Mastiff 4-5

Solidez de los colores al lavado. Rubbing fastness in humid state Resistance au nettoyage
Boxer 4-5 Pointer 4-5 Mastiff 4-5

Resistencia al pilling Pilling resistance Resistance au pilling
Boxer 4 Pointer 4,5 Mastiff 4,5

INSTRUCCIONES DE LAVADO WASHING INSTRUCTIONS INSTRUCTIONS DE LAVAGE

Pucde lavarse a miquina, centrifugar y secarse en tambor.
inc and tumbledryer ¢
|

1. This fabric can be centrifugated.

t seche

¢ peuvent étre utilisés. Ce tissu peut étre centrifugg
No usar lejia.
)0 no! bleact

Ne pas utiliser cau de Javel

Evitar sccar al sol

an also be used

sec peut érre uilisé

Acabado anumanchas. Teflon.
| otector anti-stain. Teflor

nt anti-taches. Teflon,

N\
eflon >

O\

gasYCloal oS
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