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especificaciones tecnicas
Composicin 100% Pofiester
Ancho ~ 142m (s2om)  Peso 794 giime. 559 gyimi

Resistencia de las costuras Trama  -1.0mm Cat. A [EN1S0 13936-2]
Urdimbre 1.0 mm Cat. A [EN 1S013936-2]

Resistencia la abrasion >40.000 ciclos [EN 10 12947-1/-2]

Resistencia a la rotura Trama 6920 NCat. A [EN IS0 13934-1]
Urdimbre ~ 442,0 N Cat. A [EN IS0 13934-1]

Resistencia de rotura al rasgado  Trama 96 N Cat. A [EN 1S0 13987-3]
Urdimbre: 57 N Cat. A [EN 10 13987-3]

Solidez de los colores alaluz ~ >4-5 Cat. A[EN1S0105-802]
Solidez a la limpieza en seco 4 Cat. A [EN1S0 105-X12]
Solidez de los colores al lavado 4 Cat. A [EN1S0.105-X12]
Resistencia al pilling £5[ENISO 120452 (2000T)]

technical specifications
Composition 100% Polyester
Width 142cm (= 2cm) Weight ~ 704 grime . 559 g/l

Seam stength Welt 1.0 mm Cat. A[EN1S013936-2]
Wap ~ 1.0mm Cat. A [EN 150 13%66-2]

12047-1/2)

Breaking strength Wett 692,0 N Cat. A [EN IS0 13934-1]
Warp 442, 0N Cat. A[EN SO 13934-1]

Tearstrength Wet- 95N Cat. A[EN IS0 12987-3]
Wap - 57NCal. A[EN1S012037:3)

Colour fastness to light >4-5 Cal. A [ENISO 105-802]
Rubbing solvents 4 Cal. A[ENISO105-X12]
Rubbing fastness in humid state 4 Cat. A [EN S0 105-X12]
Piling resistance 45 (EN1S0 12045-2.2000T)]
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Composition 100% Polyester

larger 142¢m (£ 2cm) Poids - 794 gr/m? . 659 gr/mi

Résistance des coutures Trame ~ 1.0mm Cat. A (EN IS0 13936-2}
Chaing 1.0 mm Cat. A [EN IS0 13936-2]

Résistance a |'abrasion >40.000 cycles [EN 190 1294712}

Résistance a la déchirure Trame  692,0 N Cat. A [EN IS0 139341}
Chaing 42,0 N Cat. A [EN IS0 13934-1]

Résistance au déchirement Trame 95N Cat. A [EN IS0 13937-3]
Chaine- 57 N Cat. A [EN1SO 13937-3]

Résistance a la lumiére >4-5 Cat. A[EN1S0105-B02]
Résistance au nettoyage a sec 4 Cat. A [EN1S0 105-X12]
Résistance au netioyage 4 Cat. A[EN1SO 105-X12]
Resistance au pilling 45 [EN1SO 12045:2 (2000T)]

instrucciones de lavado
warhing instructions: instructions de lavage

No sar ef Puede utiizarse lavado en seco
Do not use bleach. Dry Cleaning can also be used
Ne pas utiser eau de Javel. Nettoyage & sec peut ire utlisé

B TEXTILES
o planchar, Latemperatura méima de lavado es de 30° [0 4] foeconrian
Donotion \ 30°/ Masimum washing temperature s 30 srmar - Controlde suskanios nocvos

 de fo. éralus TS seq0n Oeko Tex® Siandrd 100
Ne pas liser de for Température de lavage maimale est de 30°, TSR seatnoeke oo
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